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(4) The engine manufacturer renders
inaccurate any test data which it sub-
mits or otherwise circumvents the in-
tent of the Act or this part; or

(5) The engine manufacturer denies
an EPA enforcement officer or EPA au-
thorized representative reasonable as-
sistance (as defined in § 90.506).

(c) If a manufacturer knowingly com-
mits an infraction specified in para-
graph (b)(1) or (b)(4) of this section or
knowingly commits any fraudulent act
which results in the issuance of a cer-
tificate of conformity, the Adminis-
trator may deem such certificate void
ab initio.

(d) When the Administrator denies or
revokes a certificate of conformity, the
engine manufacturer will be provided a
written determination. The manufac-
turer may request a hearing on the Ad-
ministrator’s decision.

(e) Any revocation of a certificate of
conformity extends no further than to
forbid the introduction into commerce
of those engines previously covered by
the certification which are still in the
possession of the engine manufacturer,
except in cases of such fraud or other
misconduct that makes the certifi-
cation void ab initio.

§ 90.124 Request for hearing.
(a) An engine manufacturer may re-

quest a hearing on the Administrator’s
denial or revocation of a certificate of
conformity.

(b) The engine manufacturer’s re-
quest must be filed within 30 days of
the Administrator’s decision, be in
writing, and set forth the manufactur-
er’s objections to the Administrator’s
decision and data to support the objec-
tions.

(c) If, after review of the request and
supporting data, the Administrator
finds that the request raises a substan-
tial and factual issue, the Adminis-
trator will provide the engine manufac-
turer a hearing.

§ 90.125 Hearing procedures.
The hearing procedures set forth in

§§ 90.513, 90.514, and 90.515 apply to this
subpart.

§ 90.126 Right of entry and access.
Any engine manufacturer that has

applied for certification of a new en-

gine or engine family subject to certifi-
cation testing under this subpart must
admit or cause to be admitted to any
applicable facilities during operating
hours any EPA enforcement officer or
EPA authorized representative as pro-
vided in § 90.506.

Subpart C—[Reserved]

Subpart D—Emission Test
Equipment Provisions

§ 90.301 Applicability.

(a) This subpart describes the equip-
ment required in order to perform ex-
haust emission tests on new nonroad
spark-ignition engines and vehicles
subject to the provisions of subpart A
of part 90.

(b) Exhaust gases, either raw or di-
lute, are sampled while the test engine
is operated using a steady state test
cycle on an engine dynamometer. The
exhaust gases receive specific compo-
nent analysis determining concentra-
tion of pollutant. Emission concentra-
tions are converted to mass emission
rates in grams per hour based on either
fuel flow, fuel flow and engine intake
air flow, or exhaust volume flow.
Weighted emission rates are reported
as grams per brake-kilowatt hour (g/
kW-hr). See subpart E of this part for a
complete description of the test proce-
dure.

(c) Additional information about sys-
tem design, calibration methodologies,
and so forth, for raw gas sampling can
be found in part 86, subpart D of this
chapter. Examples for system design,
calibration methodologies, and so
forth, for dilute exhaust gas sampling
can be found in part 86, subpart N of
this chapter.

§ 90.302 Definitions.

The definitions in § 90.3 apply to this
subpart. The following definitions also
apply to this subpart.

Rated speed means the speed at which
the manufacturer specifies the maxi-
mum rated power of an engine.

Intermediate speed means the engine
speed which is 85 percent of the rated
speed.
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